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THERMASGARD® FSTF  xx

Rev. 2019 - V12 GB

Room temperature sensors 
in-wall, panel switch programme, 
different versions

Connecting diagram FSTF xx LT

Connecting diagram FSTF xx LD2

THERMASGARD® FSTF xx LT   Room temperature sensors

Type ⁄  WG01  Sensor ⁄ Output Item No.

FSTF xx LT passive IP 20  (–30...+60 °C)

 FSTF PT100 L T Pt100   (according to DIN EN 60 751, class B)  1101-5020-1593-350 

 FSTF PT1000 L T Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5593-350 

 FSTF NI1000 L T Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9593-350 

 FSTF NITK L T Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0593-350 

 FSTF LM235Z L T LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1593-350 

 FSTF NTC1,8K L T NTC 1.8 K  1101-5021-2593-350 

 FSTF NTC10K L T NTC 10K  1101-5021-5593-350 

 FSTF NTC10KPRE L T NTC 10K Precon  1101-5021-9593-350 

 FSTF NTC20K L T NTC 20K  1101-5021-6593-350 

 FSTF KTY81-210 L T KTY 81-210  1101-5022-0593-350 

THERMASGARD® FSTF xx LD2   Room temperature sensors

Type ⁄  WG01  Sensor ⁄ Output Item No.

FSTF xx LD2 passive IP 20  (–30...+60 °C)

 FSTF PT100 D2 L Pt100   (according to DIN EN 60 751, class B)  1101-5020-1631-351 

 FSTF PT1000 D2 L Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5631-351 

 FSTF NI1000 D2 L Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9631-351 

 FSTF NITK D2 L Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0631-351 

 FSTF LM235Z D2 L LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1631-351 

 FSTF NTC1,8K D2 L NTC 1.8 K  1101-5021-2631-351 

 FSTF NTC10K D2 L NTC 10K  1101-5021-5631-351 

 FSTF NTC10KPRE D2 L NTC 10K Precon  1101-5021-9631-351 

 FSTF NTC20K D2 L NTC 20K  1101-5021-6631-351 

 FSTF KTY81-210 D2 L KTY 81-210  1101-5022-0631-351 

FSTF xx LT
Version with sensor, 
LED (green), and push-button 
(max. 24 V DC, max. 10 mA)

FSTF xx LD2
Version with sensor, 
LED (green), and turn switch (2-step)
(max. 24 V AC ⁄ DC, max. 130 mA)
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THERMASGARD® FSTF  xx

Rev. 2019 - V12 GB

Room temperature sensors  
in-wall, panel switch programme, 

different versions

Connecting diagram FSTF xx LD4

Connecting diagram FSTF xx P

THERMASGARD® FSTF xx LD4   Room temperature sensors

Type ⁄  WG01 Sensor ⁄ Output Item No.

FSTF xx LD4 passive IP 20  (–30...+60 °C)

 FSTF PT100 D4 L Pt100   (according to DIN EN 60 751, class B)  1101-5020-1643-352 

 FSTF PT1000 D4 L Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5643-352 

 FSTF NI1000 D4 L Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9643-352 

 FSTF NITK D4 L Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0643-352 

 FSTF LM235Z D4 L LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1643-352 

 FSTF NTC1,8K D4 L NTC 1.8 K  1101-5021-2643-352 

 FSTF NTC10K D4 L NTC 10K  1101-5021-5643-352 

 FSTF NTC10KPRE D4 L NTC 10K Precon  1101-5021-9643-352 

 FSTF NTC20K D4 L NTC 20K  1101-5021-6643-352 

 FSTF KTY81-210 D4 L KTY 81-210  1101-5022-0643-352 

THERMASGARD® FSTF xx P   Room temperature sensors

Type ⁄  WG01  Sensor ⁄ Output Item No.

FSTF xx P passive IP 20  (–30...+60 °C)

 FSTF PT100 P Pt100   (according to DIN EN 60 751, class B)  1101-5020-1001-282 

 FSTF PT1000 P Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5001-162 

 FSTF NI1000 P Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9001-162 

 FSTF NITK P Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0001-162 

 FSTF LM235Z P LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1001-162 

 FSTF NTC1,8K P NTC 1.8 K  1101-5021-2001-162 

 FSTF NTC10K P NTC 10K  1101-5021-5001-162 

 FSTF NTC10KPRECON P NTC 10K Precon  1101-5021-9001-162 

 FSTF NTC20K P NTC 20K  1101-5021-6001-162 

 FSTF KTY81-210 P KTY 81-210  1101-5022-0001-162 

FSTF xx LD4
Version with sensor, 
LED (green)  and turn switch (4-step)
(max. 24 V AC ⁄ DC, max. 130 mA)

FSTF xx P
Version with sensor 
and potentiometer 
(1 kOhm, max. 0.1 W)
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THERMASGARD® FSTF  xx

Rev. 2019 - V12 GB

Room temperature sensors 
in-wall, panel switch programme, 
different versions

Connecting diagram FSTF xx PLW

Connecting diagram FSTF xx PLT

THERMASGARD® FSTF xx PLW   Room temperature sensors

Type ⁄  WG01 Sensor ⁄ Output Item No.

FSTF xx PLW passive IP 20  (–30...+60 °C)

 FSTF PT100 P L W Pt100   (according to DIN EN 60 751, class B)  1101-5020-1655-353 

 FSTF PT1000 P L W Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5655-353 

 FSTF NI1000 P L W Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9655-353 

 FSTF NITK P L W Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0655-353 

 FSTF LM235Z P L W LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1655-353 

 FSTF NTC1,8K P L W NTC 1.8 K  1101-5021-2655-353 

 FSTF NTC10K P L W NTC 10K  1101-5021-5655-353 

 FSTF NTC10KPRE P L W NTC 10K Precon  1101-5021-9655-353 

 FSTF NTC20K P L W NTC 20K  1101-5021-6655-353 

 FSTF KTY81-210 P L W KTY 81-210  1101-5022-0655-353 

THERMASGARD® FSTF xx PLT   Room temperature sensors

Type ⁄  WG01  Sensor ⁄ Output Item No.

FSTF xx PLT passive IP 20  (–30...+60 °C)

 FSTF PT100 P L T Pt100   (according to DIN EN 60 751, class B)  1101-5020-1663-162 

 FSTF PT1000 P L T Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5663-162 

 FSTF NI1000 P L T Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9663-350 

 FSTF NITK P L T Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0663-350 

 FSTF LM235Z P L T LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1663-350 

 FSTF NTC1,8K P L T NTC 1.8 K  1101-5021-2663-350 

 FSTF NTC10K P L T NTC 10K  1101-5021-5663-350 

 FSTF NTC10KPRE P L T NTC 10K Precon  1101-5021-9663-350 

 FSTF NTC20K P L T NTC 20K  1101-5021-6663-350 

 FSTF KTY81-210 P L T KTY 81-210  1101-5022-0663-350 

FSTF xx PLW
Version with sensor, 
potentiometer (1 kOhm, max. 0.1 W), 
LED (green), and rocker switch 
(max. 24 V AC ⁄ DC, max. 130 mA)

FSTF xx PLT 
Version with sensor, 
potentiometer (1 kOhm, max. 0.1 W), 
LED (green), and push-button 
(max. 24 V DC, max. 10 mA)

118

http://www.SplusS.de


www.SplusS.de+49 (0) 911  ⁄  5 19  47-70+49 (0) 911  ⁄  5 19  47-0

THERMASGARD® FSTF  xx

Rev. 2019 - V12 GB

Room temperature sensors 
in-wall, panel switch programme, 

different versions

Connecting diagram FSTF xx PD4

Connecting diagram FSTF xx P 2L 2T

THERMASGARD® FSTF xx PD4   Room temperature sensors

Type ⁄  WG01  Sensor ⁄ Output Item No.

FSTF xx PD4 passive IP 20  (–30...+60 °C)

 FSTF PT100 P D4 Pt100   (according to DIN EN 60 751, class B)  1101-5020-1007-354 

 FSTF PT1000 P D4 Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5007-354 

 FSTF NI1000 P D4 Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9007-354 

 FSTF NITK P D4 Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0007-354 

 FSTF LM235Z P D4 LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1007-354 

 FSTF NTC1,8K P D4 NTC 1.8 K  1101-5021-2007-354 

 FSTF NTC10K P D4 NTC 10K  1101-5021-5007-354 

 FSTF NTC10KPRE P D4 NTC 10K Precon  1101-5021-9007-354 

 FSTF NTC20K P D4 NTC 20K  1101-5021-6007-354 

 FSTF KTY81-210 P D4 KTY 81-210  1101-5022-0007-354 

THERMASGARD® FSTF xx P 2L 2T   Room temperature sensors

Type ⁄  WG01 Sensor ⁄ Output Item No.

FSTF xx P 2L 2T passive IP 20  (–30...+60 °C)

 FSTF PT100 P 2L 2T Pt100   (according to DIN EN 60 751, class B)  1101-5020-1672-256 

 FSTF PT1000 P 2L 2T Pt1000  (according to DIN EN 60 751, class B)  1101-5020-5672-256 

 FSTF NI1000 P 2L 2T Ni1000  (according to DIN EN 43 760, class B, TCR = 6180 ppm ⁄ K)  1101-5020-9672-256 

 FSTF NITK P2L2T Ni1000 TK5000  (TCR = 5000 ppm ⁄ K),  LG - Ni1000  1101-5021-0672-256 

 FSTF LM235Z P 2L 2T LM235Z  (TCR = 10 mV ⁄ K; 2.73 V at O °C),  KP10  1101-5022-1672-256 

 FSTF NTC1,8K P 2L 2T NTC 1.8 K  1101-5021-2672-256 

 FSTF NTC10K P 2L 2T NTC 10K  1101-5021-5672-256 

 FSTF NTC10KPRE P2L2T NTC 10K Precon  1101-5021-9672-256 

 FSTF NTC20K P 2L 2T NTC 20K  1101-5021-6672-256 

 FSTF KTY81-210 P2L2T KTY 81-210  1101-5022-0672-256 

FSTF xx PD4
Version with sensor, 
potentiometer (1 kOhm, max. 0.1 W) 
and turn switch 
(max. 24 V AC ⁄ DC, max. 130 mA)

FSTF xx P 2L 2T
Version with sensor, 
potentiometer (1 kOhm, max. 0.1 W), 
2 LEDs (green, red), and 2 push-buttons 
(max. 24 V DC, max. 10 mA)
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